




Robust cantilever design

If the hopper’s grid is not locked,
the RotoSift will not run.

Safety with every function.

Different screen
perforation sizes

available.

Unprecedented high standard 
in hygiene is achieved with 

rapid screen change functionality.

The whole paddle mechanism
can be removed by loosening one bolt,
simplifying the cleaning process greatly.
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Model

Serial No.

Dimension-MM

Input Voltage-V

Input Phase

Frequency-Hz

Weight-KG

Year

Input Power-kW

2022

1550X630X1903

151

RS180-011-01

R oto SIFT-180

50/60

2.6

3
PHASE

220-380

MADE IN
LEBANON

KARAKI FOR INDUSTRY AND TRADING S.A.R.L
ISSAM ABDEL BAKI ROAD, AMROUSIEH,
CHOWEIFAT (INDUSTRIAL ZONE), LEBANON

Hopper Cap.-L 88

SIFTER WILL NOT START
IF HOPPER'S INSIDE GRID

IS OPEN

DANGER
Mains Voltage

RotoSift 180

B A K E RY E Q U I P M E N T
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Specifications and dimensions contained in this catalogue are based on our current knowledge
and experience. Karaki Co. reserves the right to change without prior notice.
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M a c h i n e  N a m e
C a p a c i t y
P o w e r

D i m e n s i o n s
F e e d  H e i g h t

We i g h t

R o t o S i f t - 1 8 0
3 . 5  m e t r i c  t o n s / h o u r
2 . 6  k w

1 5 4 0 x 7 6 0 x 1 9 0 0  m m
7 6 0  m m

1 5 1  k g s

M o t o r  N u m b e r 2

H o p p e r ' s  C a p a c i t y 8 8  l i t e r s


